WIRING FACE TYPE LOCATION

INSTALLATION INSTRUCTIONS & TECHNICAL DATA SHEET

CHANNEL LETTER

DIRECT WIRED Plastic Face

REFER TO PAGES 38 & 39 IN THE NEON INSTALLATION GUIDE Channel Remote

Listed Sign or Sign Section NEC 600-3.

-All electric signs shall be listed & @ ELECTRIC
installed in conformance with that LISTED SIGN

listing. No. 00000000
-Consists of through wall conduit, boots
and sleeving, plastic face, tube supports
and channel letter.

-Acceptable for wet, damp or dry LISTING MARKS SHALL BE ON EACH
locations. LETTER AND TRANSFORMER ENCLOSURE
*TYPICAL UL LABEL SHOWN

SIGN MUST BE LISTED BY QUALIFIED
ELECTRICAL TESTING LABORATORY

EXAMPLE OF FINISHED INSTALLATION USING BOOTS AND SLEEVING

LHMLK TOPSOF LETTERS IF WALL
PERETRATIONS HOT PROPERLT CAULKED s BSTEMERS. APPROPRIATETO WALL MATERIALS.
[VERIFY LOCAL CORE RECHREMENTS)

FABRICATED ALUMINUM RETURNS (UL 45)

SiMFACE WITH 1™ TRIMC AP HETPJNEB\ i
MECH TUE '
WOTE SPACING REGLHREMENTS

ALUMIMUR LETTBR

PRIMARY ELECTRIC LINE NECROD-5
TOFAREL B

TERMATE LOCATION FIR
LISTED DISEOMMECT SWITCH

AR B HET ITHING SIGHT OF THE SIGH
(MUST BE LOCKABLE INOPERN
ELECTROMIC POWER SUPPLY "POSITION - NET 60005
LOCKNUT
CTRODE MSILATING BOUTS UG M _ THROUGH WAL CONDUIT
ELE %mm 7 H . UITH (MTERNAL RACEWIRY
BOND NG REQUIRED [ UL 48]

MEON TURE SUPRCEHT e
WTHME" OF TERRINATION g, Wik
NOTE - PACING TABLE[1142]

-

VA'TRAN HOLES [ HELC ﬂ]ﬂﬂ]_—\\

MLL METAL PARTSOF LETTER MUST BE i
BORMDED SMG LISTED GROURDING-THFE

FITTINGSF R BAOR LIEUI TIGHT (L 42 ;
WEAT HER PROCE LIS EQ DIS(ONMELT
SWITEHITHN SEHT OF 5184 (HEE 600 EM]A /—WpﬂlﬂL pa eI N MATERIRLS

Ede rral suitch may ke required
brloct codes orFire Degt i

EAL ALL BHILDING PEMETRATIONS [UL42]

NOTE: Always read &understand cormpanent tranufacturers installation instructions.

NOTICE: High voltage, secondary wiring installations, should only be attempted by experienced Electrical
SPACING TABLE AS CURRENTLY REQUIRED BY UL48 STANDARD FOR SIGNS Sign Company professionals. This INSTALLATION INSTRUCTION GUIDE & TECHNICAL DATA SHEET is not a how to manual
VOLTAGE 100 to 5,000 5,000 t010,000 | 10,000 to 15,000 0000 Main St t covering all aspects of high-voltage neon installations. This is a visual reference Guide for installations to
Minimum space between insulated high voltage wiring and A h ain Usrge help avoid common mistakes in secondary wiring. It may also be used as a Complement to your other
1) primary wiring and 2) dead metal where dead metal parallels Y inch ¥ inch 1 inch nywnere, materials as installation instructions in the field. These sheets should not be relied upon as the sole source
the high voltage wiring for more than 1" length. of information for high voltage installations. At the time of printing, we believe the information found within
DATE: is correct, however codes and legislation change and that may outdate sections of these visual pages. The
- publishers or sponsors of this visual technical data cannot be held liable for any damages or injury
Minimum space between neon glass tubing and nearest surface Yainch Yainch Yainch resulting from interpretations, or use of this material as a basis for electrical installations. Installers of any
VOLTAGE: high-voltage wiring should know that they must always conform to the relevant or applicable electrical
— practices, sign codes, electric codes or other authorities having jurisdiction. All rights reserved. No part of
Minimum space between uninsulated high voltage parts and o . X this publication may be reproduced of transplanted by any means electronic or mechanical to include
1) dead metal and 2) insulated high voltage or supply conductor. ¥4 inch 1-1/8 inch 1-1/2 inch AMPERES: photocopying, without the prior written permission of the publisher. If you have purchased this document
— in hard cover then you have the right to make individual copies for use as a guide in neon installations for

individual projects.

Minimum space between uninsulated high voltage parts and

1) other uninsulated high voltage parts and 2) uninsulated 1inch 1-1/2 inch 2 inch NEC-600-4 Check with National Electric Code 2005 or current code adopted by AH) and Underwriters Laboratories
supply and low voltage parts. MARKINGS REQUIRED current requirements for installation.
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