NEGN IRSTALLATION GUimeE WRING  FACE TYPE LOCATION

INSTALLATION INSTRUCTIONS & TECHNICAL DATA SHEET '_i \
CHANNEL LETTER B= 0

REMOTE WIRED (Option 1) Recognized Component Face

REFER TO PAGES 34 & 35 IN THE NEON INSTALLATION GUIDE Channel Remote Recognized

Listed Sign or Sign Section NEC 600-3. ELECTRIC ON TRAIL OUTFI I'T ERS, |
-All electric signs shall be listed & SIGN jiderness Outfitting Specialistg
installed in conformance with that Lustep  SECTION wi
listing.
-Consists of insulating boots, recognized No. 00000000
component face, tube supports &
channel letter. SECTION 1 OF 6
-Acceptable for wet, damp or dry
locations. LISTING MARKS SHALL BE ON EACH
LETTER AND TRANSFORMER ENCLOSURE
*TYPICAL UL LABEL SHOWN 3 oie
SIGN MUST BE LISTED BY QUALIFIED = .
ELECTRICAL TESTING LABORATORY EXAMPLE OF FINISHED INSTALLATION USING BOOTS AND GTO
CAULKE TOPS OF LETTERSIF WALL ASTEMERS APPROPRIATE TO WALL M ATER RS

/ [WERIFY LOCAL CODE REGUIREMERTS)

FABRICATED ALUIRINUM FETURNS [LL45] —WALL EEHATRULTIGH

\ f M ERIAL S M THICKNESS WRIES
SIGUEACE WITH 1 TRIMC AP RET ANER 5 ¥
x 2oy . SEAL AL L BUILDING PENETRATIONS

PENETRATIOIRE MOT FROPERLY CALILKED

K i [UL43) FRIM AR ELECTRIC LIME NEC600-5
= _ T0 BANEL BOX
NOTE GPING HEQUIHEMEN[\ F W LISTED FLEMELE METAL CORDUIT
/' MUST BE PROPERLY SEALED AT
 LIGTED CABLE SURPORT / BUILDING PENE TRATION DR Ll QUID
WITHIN 6 OF TERRIMATION (UL 42) = | TIGHT CONDUIT MUST B E HSED
ALUMINLEY LHTEH\ j / THRICAL HIWOLT LISTED
EM(L OSURE [GROUNDED & BONDED) TERMATE L
HERD LK =1 *’ A5 MERNS OF HI WOLT CONNECTIONS LISTED [||5[|:|mAg(|:(T),\ISV\F,%FéH
For ilustratiaryei e shir i ' | BETWEEN LETTERS [NEC'G00.7) NCT UITFHING SISHT OF THE SIGN
' T [ ; [MUST BE LOCKABLE IN OPEN
. _ LISTED GT0 CRELE WITH
S R GO *\_\\ / SLEEING OR INTEGEHL POSITION - HEC 600.6)
INTEGRAL OR EXTERNAL SLEEVING el [BH /1 SiEENaULs)
1]
*See tedwdd drwing “C* | ; —— THAMSF ORMER
| WAILT
NECH TURE SUPPCRT i }
WIT 6 OF TERMINGT ICM gy :
NOTE: PACING THELE " i
_ i . < Y OROUIT COWNECTOR IF USED WITH CONDUIT;
4" DRAN HOLES [ NEE 600 4 BXCOMMECTOR WITH LOCKNUT IF USED WITH BX
—H“‘\“‘-H.__ L (HEC-600;7)
ALL METAL PARTSCF LETTER MUST BE T2 ; \\X_r YPICAL TEST BUTTON DR BYPASS SWITCH
BONDED USING LIS TED GRELRDINGT 1PE SO LT BB LT

FITTINGS FOR B DR LIGKND TIGHT [UL 42 / \\
WEATHEAFRCOF LIS TED DISIONRECT T SOMAOR SOMA TRANSF DRMER- NEC 600-23
SWITCH WITHIN SIGHT OF SN [MEC ELT6A1) \\\x -LIFTED UL 2181

Extetra: syt b e aquined . MOUNT LISTED TRANSFORMER ENE LOSURE WITH
bylical codesor Fire Dept HPPROPRIATE FASTENERS [NEC 600.8 & 600.21)

GRCAIMDING WIRE [ 14 AlG) FROM TERMINAL - LUG TO
TRANSFORMER EWCLOSURE [MEC 600:7]

NOTE: Always tead &understand cormpanent tranufacturers installation instructions.

NOTICE: High voltage, secondary wiring installations, should only be attempted by experienced Electrical

SPACING TABLE AS CURRENTLY REQUIRED BY UL48 STANDARD FOR SIGNS Slgn Company professionals. This INSTALLATION INSTRUCTION GUIDE & TECHNICAL DATA SHEET is not a how to manual
VOLTAGE 100 to 5,000 5,000 010,000 | 10,000 to 15,000 0000 Main St t covering all aspects of high-voltage neon installations. This is a visual reference Guide for installations to

Minimum space between insulated high voltage wiring and A h ain rze help avoid common mistakes in secondary wiring. It may also be used as a Complement to your other
1) primary wiring and 2) dead metal where dead metal parallels 1% inch Y4 inch 1 inch nywnere, us materials as installation instructions in the field. These sheets should not be relied upon as the sole source
the high voltage wiring for more than 1" length. of information for high voltage installations. At the time of printing, we believe the information found within
DATE: is correct, however codes and legislation change and that may outdate sections of these visual pages. The

publishers or sponsors of this visual technical data cannot be held liable for any damages or injury

Minimum space between neon glass tubing and nearest surface Yy inch Y inch Yy inch resulting from interpretations, o use of this material as a basis for electrical installations. Installers of any
VOLTAGE: high-voltage wiring should know that they must always conform to the relevant or applicable electrical

practices, sign codes, electric codes or other authorities having jurisdiction. All rights reserved. No part of

Minimum space between uninsulated high voltage parts and 3 ) . this publication may be reproduced of transplanted by any means electronic or mechanical to include

1) dead metal and 2) insulated high voltage or supply conductor. Y4 inch 1-1/8 inch 1-1/2 inch AMPERES: photocopying, without the prior written permission of the publisher. If you have purchased this document
—_— in hard cover then you have the right to make individual copies for use as a guide in neon installations for

Minimum space between uninsulated high voltage parts and NEC-6004 individualprojects.

1) other uninsulated high voltage parts and 2) uninsulated 1inch 1-1/2 inch 2 inch ~OMU Check with National Electric Code 2005 or current code adopted by AHJ and Underwriters Laboratories

supply and low voltage parts. MARKINGS REQUIRED current requirements for installation.
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